AMENDMENT NO. 1 MARCH 2015 
TO 
IS 16102 (PART 1) : 2012 SELF-BALLASTED LED 
LAMPS FOR GENERAL LIGHTING SERVICES 
PART 1 SAFETY REQUIREMENTS 


(Page 4, clause 8.1.1, Note) — Delete. 
(Page 4, clause 8.1.1) — Insert the following at the end: 


‘The insulation resistance of B 22 caps between shell and contact shall be not 
less than 5 MQ.’ 


(Page 4, clause 8.2) — Substitute the following for the existing clause: 


‘8.2 Immediately after the insulation resistance test, the same parts as specified 
above shall withstand a voltage test for 1 min with an a.c. voltage or a d.c. 
voltage equal to the peak voltage of the prescribed a.c. voltage as follows: 


During the test, the supply contacts of the cap are short-circuited. Accessible 
parts of insulating material of the cap are covered with metal foil. Initially, no 
more than half the voltage prescribed in Table 10.2 of IS 10322 (Part 1) for 
Class II luminaires is applied between the contacts and the metal foil. It is then 
gradually raised to the full value. Care shall be taken that the metal foil is so 
placed that no flashover occurs at the edges of the insulation. 


No flashover or breakdown shall occur during the test. Measurements shall be 
carried out in the humidity cabinet or within 1 min after removal of the sample 


out of humidity cabinet. 


NOTE — The use of a.c. or d.c. voltage is advised by the manufacturer.’ 
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